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Registration Number
Registriernummer

smart metering components
Smart-Metering Komponenten

QUNDIS GmbH
Sonnentor 2, D-99098 Erfurt

QUNDIS GmbH
Sonnentor 2, D-99098 Erfurt

OMS-components: accessories (4450)

OMS-Interface as extension module for water meters (cold, warm)

Q module 5.5 water AMS

type testing: 20-00252-258 from 10.09.2020 (EBI)

DVGW CERT ZP 4400 (13.12.2017)
DVGW G 5484 (01.09.2016)

10.09.2025 / 20-0567-GOA

DVGW CERT GmbH

Date, Issued by, Sheet, Head of Certification Bédy p
Datum, Bearbeiter, Blatt, Leiter der Zertiﬁzie/ ngsstelle

DVGW CERT GmbH is an accredited body by DAKkS according to DIN EN
ISO/IEC 17065:2013 for certification of products for energy and water supply

industry.

DVGW CERT GmbH ist von der DAkkS nach DIN EN ISO/IEC 17065:2013
akkreditierte Stelle fiir die Zertifizierung von Produkten der Energie- und

Wasserversorgung.

Zertifizierungsstelle

Josef-Wirmer-Str. 1-3
53123 Bonn

Tel. +49228 9188 -888
Fax +49 228 9188-993

www.dvgw-cert.com
info@dvgw-cert.com
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Type Technical Data Remarks
Typ Technische Daten Bemerkungen
Q module 5.5 water AMS OMS-interface: C1

Protocol: M-Bus

Transmission frequency: 868,95

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

The meter and the measuring unit were not part of the type examination.

The test refers solely to the test of the M-Bus according to the OMS-CT Generation 4 (2016); Open Metering Conformance
Test; Volume 1-4.

Device type: 0x06; for warm water meter
Version 0x54

OMS interface: C1

Frequency: 868.95 MHz

Encryption mode: 5 or 7

Transmission rate: 450 s

Installation telegram: no

Static telegram: yes

Compact load profile: no

Temperature range: +5°C ... +55° C
Application class: MT

Power supply: battery 3 V

Life time: up to 12 years

Antenna: intergrated

RED (2014/53/EU): Eurofins Product Service GmbH, D-15526 Reichenwalde; Bericht: GOM-1908-8424-TEU220SD-V01
vom 30/08/2019

Device type: 0x07; for cold water meter
Version 0x54

OMS interface: C1

Frequency: 868.95 MHz

Encryption mode: 5 or 7

Transmission rate: 450 s

Installation telegram: no

Static telegram: yes

Compact load profile: no

Temperature range: +5°C ... +55° C
Application class: MT

Power supply: battery 3 V

Life time: up to 12 years

Antenna: intergrated

RED (2014/53/EU): Eurofins Product Service GmbH, D-15526 Reichenwalde; Bericht: GOM-1908-8424-TEU220SD-V01
vom 30/08/2019




