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smart metering components
Smart-Metering Komponenten

Sontex SA
Rue de la Gare 27, CH-2605 Sonceboz

Sontex SA
Rue de la Gare 27, CH-2605 Sonceboz

OMS-components: Wireless M-Bus (4467)

OMS-interface for heat allocators for a heat cost allocator

Sontex 868

Type testing: 18/155/4467/415 from 28.07.2018 (EBI)
Laboratory control test: 21-00152-KP03-415 from 27.06.2025 (EBI)
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A-2/2 0G-4467CT0666
Type Technical Data

Typ Technische Daten Bemerkungen

Sontex 868 Protocof: M-Bus

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

The meter and the measuring unit were not part of the type examination.

The test refers solely to the test of the wM-Bus according to the OMS-CT Generation 4 (2016); Open Metering

Conformance Test; Volume 1-4.
Device type: 0x08 (heat cost aflocator)
Version: 0x16

OMS interface: T1

Frequency: 868.95 MHz

Encryption mode: 5

Transmission rate: 120 s

installation telegram: yes

Static telegram: no

Load profile: no

Temperature range: +0°C ... +105° C
Application class: MT

Power supply: battery

Hardware / Software version: KO1-USB / K1-06; Prog6






