
Our radio attachment modules!
with wM-Bus radio

The skyW-2/skyE-2 radio a�achment modules enable simple conversion of water counters in the Modularis 
series (skyW-2) and Picoflux surface-installa�on counters (skyE-2) for integra�on with exis�ng OMS-compa�ble 
radio infrastructures.

Proper�es
A�achment detec�on with op�cal feedback 

Ÿ Automa�c switching from SLEEP mode to opera�on mode a�er installa�on

Ÿ Radio days and hours precisely and flexibly adjustable

Ÿ Extensive event logbook

Ÿ New analysis func�on for detec�ng leaks, pipe breaks, return flow, etc.

Ÿ Two selectable short radio telegrams

Ÿ Two selectable radio telegrams with 15 month end values

Ÿ eight-digit consump�on display (99999,999)
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Technical data

Frequency 868 MHz

Ba�ery life span 13 years (+1 year reserve/storage �me)

Applica�on temperature 0 °C - 60 °C

Transmi�ng power max. + 14 dBm

Radio variants Ÿ wMBus-radio (C1- and T1-Mode)
Ÿ ME radio (walk-by)

Radio intervals Adjustable from 10 s to 15 min.

Radio approval According to Direc�ve 2014/53/EU (Radio Equipment Direc�ve)

Protec�on class skyW-2: IP66
skyE-2: IP54
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