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OMS-components: Wireless M-Bus (4467)

OMS-interface for ultrasonic heat/ cold meters

ULTRAHEAT®T450; ULTRACOLD®T450

Type testing: 20-00435-476 from 04.12.2020 (EBI)
Laboratory control test: 20-00435-KP02-476 from 04.12.2025 (EBI)
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Type Technical Data Remarks
Typ Technische Daten Bemerkungen
ULTRAHEAT®T450; OMS interface: T1/ C1

ULTRACOLD®T450 Protocol: M-Bus

Transmission frequency: 868,95 MHz

Type Variation Explanations
Ausfiihrungsvariahte Erlduterungen
ULTRAHEAT®T450 OMS interface for heat meter
ULTRACOLD®T450 OMS interface for cold meter

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

The meter and the measuring unit were not part of the type examination.

The test refers solely to the test of the M-Bus according to the OMS-CT Generation 4 (2016); Open Metering Conformance
Test; Volume 1-4, OMS test specification issue 1.0.0: 2011.

Device type: 0x04; for heat

Version O0x14

OMS interface: T1; C1

Frequency; 868.95 MHz

Encryption mode: 5 (Security profile A); 7 (Security profile B)
Transmission rate: 30s

Installation telegram: no

Static telegram: no

Compact load profile: no

Temperature range: 5 °C ... +56 °C

Application class: HT

Power supply: battery

Life time: up to 20 years

Antenna: intergrated

RED (2014/53/EU): Bureau Verits Consumer Products Services Germany GmbH; Radio Test Report No TR-20-144, dated
27.11.2019




