
TF-M
Radio Module

Key Features

Ant i-di rec t ional induct ive
sensor

Direct mount, no cables needed,
automatic activation of data transmission
via radio

868 MHz, with open data protocol wM-
Bus

Mobile (walk-by) or fixed (AMR) reading

Battery lifetime 12 years

Compatible to the Modular water meters
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DATASHEET
Choices of communications:

Walk-by, drive-by mode

Safeguarding your data:
Data is encrypted in protocol



GeneraI Description

TF-M is a radio module with built-in unidirectional inductive sensor.
Based on the inductive technology, which provides a crucial, built-in defense
against the invisible but pervasive challenge of electromagnetic
interference.This minimizes the risk of communication failure at its source,
ensuring that the valuable data from meter is delivered consistently and
reliably.
TF-M is used where mechanical water meters prepared for wireless
transmission are available.
TF-M complies with the wM-Bus data communication protocol regulated at
European level by the standard EN 13757, thus enable mobile reading (walk-
by, drive-by) and fixed (AMR) reading.

ApprovaI and standards
- RED 2014/53/EU
-EMC2014/30/EU
-EN13757-3/4
-OMSv4.5.1
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Communication

TF-M Data sheet



Technical Specifications
Type TF-M

Sensor Inductive,dual spool

Sensor Resolution 1 Litre

Power Supply

Battery type Li battery (non-replaceable)

Battery life 12 years

Rated Voltage 3V

Radio

Standard Wireless M-Bus, OMS V4.5.1, EN13757-3/-4

Modes T1 / C1

Frequency 868MHz

Transmission distance 500m in line of slight

Transmission interval Transmit once every 2 minutes (Configurable)

Alarms(Configurable)

Tampering Alarm, Magnetic Fraud Alarm, Back Flow Alarm, Leak Alarm,

High/Low Temperature Alarm, Zero Flow Alarm, Low Voltage Alarm, Low

Battery Alarm

Data transmitted Current volume, Current time, Serial number, Alarms

Data storage capability Daily/ Monthly / Yearly

Environmental conditions
Storage temperature:-20℃ ~60℃

Operating temperature：-10℃~55℃

Transmission Solution

Dimension Parameters
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